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Features

e Superb high-rate discharge characteristics that ensure reliable performance in UPS applications for up to
10 years

* Flame Retardant ABS case and cover to UL 94 V-O for superior performance

* Proven VRLA Absorbent Glass Mat (AGM) Technology that guarantees safe operation without maintenance
and “non-restricted article” status for transportation

* Precision plate pasting for higher consistency

* Patented dual-paste process for enhanced active material bonding

e Computer guided volumetric electrolyte control for precision filling

* Approved for transport by air. D.O.T., LA.T.A. and F.A.A. certified. UL recognized

* Lead-calcium alloy grids and the use of high purity lead account for superior shelf-life characteristics

* 100% load testing to ensure uniform capacity
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Constant Current - Constant Power Charts for PHR Batteries

Constant Current Discharge (Amperes) at 25°C Constant Power Discharge (Watts/Cell) at 25°C (Blue)
PHR-12100 5 min 10min  15min  20min  30min  45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
1.85V 61.29 47.04 38.98 33.70 26.10 19.20 16.22 8.33 6.52 5.30 4.32 3.75 3.02 253 1.39
1.80V 82.34 60.14 47.15 39.91 30.82 22.31 18.17 9.09 7.01 5.66 4.64 4.02 3.21 2.60 1.40
1.75V 92.80 66.13 51.52 42.89 31.97 23.23 18.97 9.42 7.14 5.78 476 413 3.26 267 1.41
1.70V 102.24 72.11 54.97 45.08 33.23 2415 19.55 9.66 7.34 5.94 4.88 422 3.31 2.73 1.44
1.67V 110.45 76.96 58.13 47.70 34.97 24.65 19.95 9.77 7.63 6.12 4.99 4.30 3.35 2.77 1.46
1.65V 112.70 71.74 58.42 47.84 35.07 24.72 20.01 9.80 7.65 6.14 5.01 4.31 3.36 2.78 1.46
1.60V 124.31 84.41 62.44 51.06 37.03 25.76 20.24 10.20 7.88 6.33 5.18 4.40 3.39 2.81 147
1.85V 112.12 86.94 72.79 63.59 49.68 36.91 31.28 16.17 12.70 10.36 8.47 7.37 5.97 5.00 2.75
1.80V 14892 | 109.82 86.71 74.06 57.73 42.66 34.84 17.53 13.59 11.00 9.05 7.87 6.31 5.15 2.77
1.75V 164.34 118.79 93.61 78.89 59.45 43.81 36.22 18.11 13.78 11.21 9.26 8.06 6.41 5.28 2.79
1.70V 17595 | 126.50 98.55 82.34 61.52 4543 37.26 18.53 14.14 11.48 9.48 8.22 6.49 5.38 2.84
1.67V 18742 | 13389 | 103.44 86.45 64.21 45.98 37.72 18.62 14.64 11.79 9.67 8.34 6.56 5.46 2.87
1.65V 19125 | 13524 | 103.96 86.71 64.40 46.11 37.83 18.68 14.68 11.83 9.70 8.37 6.58 5.48 2.88
1.60V 206.08 | 14352 | 109.36 91.42 67.50 47.84 38.06 19.39 15.06 12.17 9.99 8.53 6.63 5.53 2.89
PHR-12150

1.85V 76.70 58.88 48.76 42.20 32.55 24.03 20.24 10.40 8.14 6.62 540 4.69 3.78 3.16 1.73
1.80V 102.93 75.21 58.88 49.79 38.41 27.95 22.65 11.40 8.76 7.07 5.80 5.03 4.01 3.26 1.75
1.75V 116.04 82.69 64.40 53.59 39.91 28.98 23.69 11.80 8.93 7.23 5.95 5.16 4.08 3.34 1.77
1.70V 127.76 90.04 68.66 56.35 41.52 30.13 24.49 12.10 9.17 742 6.10 5.27 413 3.41 1.80
1.67V 138.06 96.20 72.66 59.62 43.68 30.84 24.99 12.26 9.54 7.66 6.25 5.37 419 347 1.81
1.65V 140.88 97.17 73.02 59.80 43.81 30.93 25.07 12.30 9.57 7.68 6.27 5.39 420 348 1.82
1.60V 15536 | 105.57 78.08 63.71 46.34 3220 25.30 12.80 9.86 7.92 6.48 5.50 4.24 3.52 1.83
1.85V 140.19 | 108.68 90.96 79.46 62.10 46.11 39.10 20.20 15.90 12.90 10.60 9.21 7.46 6.25 343
1.80V 186.07 | 137.31 108.45 92.57 7222 53.24 4347 21.90 17.00 13.70 11.30 9.84 7.89 6.43 3.46
1.75V 205.39 | 148.46 116.96 98.67 74.29 54.74 45.31 22.60 17.20 14.00 11.60 10.10 8.01 6.60 349
1.70V 219.88 | 158.13 | 12316 | 102.81 76.94 56.69 46.57 23.20 17.70 14.40 11.80 10.30 8.11 6.72 3.55
1.67V 23430 | 167.36 | 129.30 | 108.12 80.26 57.44 47.12 23.33 18.34 17.75 12.06 10.47 8.20 6.83 3.59
1.65V 239.08 | 169.05 | 129.95 | 108.45 80.50 57.61 47.27 23.40 18.40 17.80 12.10 10.50 8.22 6.85 3.60
1.60V 257.60 | 179.40 | 136.73 114.31 84.41 59.68 47.49 24.20 18.80 15.20 12.50 10.70 8.28 6.91 3.61
PHR-12200 5 min 10 min 15min 20 min

1.85V 108.21 85.10 72.33 60.49 48.07 36.45 29.78 16.50 13.10 10.70 8.60 7.49 6.08 5.19 2.83
1.80V 14536 | 108.79 87.40 71.53 56.81 42.32 33.35 18.00 14.10 11.40 9.23 8.03 6.45 5.50 2.86
1.75V 163.88 119.49 95.56 76.94 58.99 43.93 34.96 18.70 14.30 11.60 9.46 8.25 6.56 5.56 2.89
1.70V 180.44 130.29 102.01 80.96 61.29 45.66 35.99 19.40 14.70 11.90 9.7 8.42 6.65 5.61 2.94
1.67V 19497 | 139.12 | 107.90 85.65 64.55 46.66 37.15 19.94 15.25 12.36 9.95 8.58 6.73 5.71 297
1.65V 19895 | 14053 | 108.45 85.91 64.74 46.81 37.26 20.00 15.30 12.40 9.98 8.61 6.75 5.73 2.98
1.60V 21942 | 152.60 115.92 91.54 68.31 48.87 38.64 20.70 15.80 12.70 10.30 8.79 6.82 5.79 3.00
1.85V 197.91 157.20 | 135.01 114.08 91.66 70.03 57.50 32.10 25.50 20.90 16.90 14.70 12.00 10.30 5.61
1.80V 26289 | 19849 | 161.00 | 132.94 106.60 80.73 64.05 34.80 27.20 2220 18.00 15.70 12.70 10.90 5.66
1.75V 290.03 | 21459 | 173.65 | 14156 | 109.71 83.03 66.70 35.90 27.60 2260 18.40 16.10 12.90 11.00 5.70
1.70V 31050 | 22862 | 182.85 | 147.66 113.51 86.02 68.66 37.30 28.40 23.10 18.90 16.40 13.00 11.10 5.81
1.67V 330.89 | 242.05 | 192.01 155.24 118.44 87.14 70.17 37.99 29.31 23.73 19.24 16.65 13.16 11.27 5.86
1.65V 33764 | 24449 | 19297 | 155.71 118.79 87.40 70.38 38.10 29.40 23.80 19.30 16.70 13.20 11.30 5.88
1.60V 36375 | 259.32 | 202.97 | 164.10 124.54 90.62 72.56 39.20 30.20 24.50 19.90 17.00 13.30 11.40 5.90
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Constant Current - Constant Power Charts for PHR Batteries (continued)

Constant Current Discharge (Amperes) at 25°C Constant Power Discharge (Watts/Cell) at 25°C (Blue)
PHR-12300 5 min 10min  15min  20min  30min  45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
1.85V 157.44 | 12374 | 105.23 88.09 70.03 53.02 43.36 24.00 19.00 15.50 12.50 10.90 8.84 7.55 412
1.80V 211.37 15813 | 127.19 | 104.07 82.57 61.64 48.53 26.20 20.40 16.60 13.40 11.70 9.38 8.00 4.16
1.75V 23828 | 173.77 | 138.92 112.01 85.79 63.94 50.83 27.20 20.80 16.90 13.80 12.00 9.54 8.08 4.20
1.70V 26243 | 189.40 | 148.35 117.64 89.24 66.47 52.44 28.36 2140 17.40 14.10 12.20 9.67 8.16 4.28
1.67V 28355 | 20243 | 156.99 | 124.63 93.90 67.99 54.00 29.01 2223 17.95 14.46 12.46 9.79 8.31 4.33
1.65V 289.34 | 20447 | 157.78 | 125.01 94.19 68.19 54.16 29.10 2230 18.00 14.50 12.50 9.82 8.33 4.34
1.60V 31913 | 22195 | 168.70 | 133.17 99.36 71.07 56.12 30.00 23.00 18.50 15.00 12.80 9.92 8.42 4.36
1.85V 287.84 | 22862 | 196.42 | 165.94 13340 | 101.77 83.60 46.70 37.00 30.30 24.50 21.40 17.40 14.90 8.16
1.80V 382.37 | 288.76 | 234.14 | 193.31 155.02 117.53 93.26 50.60 39.60 32.20 26.20 22.90 18.50 15.80 8.23
1.75V 42193 | 31222 | 25265 | 20596 | 159.62 | 120.75 97.06 52.30 40.20 32.80 26.80 2340 18.70 15.90 8.30
1.70V 45172 | 33258 | 266.00 | 214.82 165.14 | 125.12 99.82 54.20 41.20 33.60 27.40 23.90 19.00 16.10 8.45
1.67V 48123 | 35202 | 27920 | 225.87 | 172.33 | 126.69 | 102.16 55.23 42.67 34.60 28.02 24.23 19.14 16.35 8.52
1.65V 491.05 | 35558 | 280.60 | 22655 | 17285 | 127.07 | 102.46 55.40 42.80 34.70 28.10 24.30 19.20 16.40 8.55
1.60V 529.12 | 377.32 | 29520 | 238.62 181.13 | 131.79 | 10546 57.00 43.90 35.60 28.90 24.80 19.40 16.50 8.58
PHR-12350

1.85V 18529 | 148.61 12839 | 107.49 85.46 64.69 52.90 30.83 23.09 19.00 15.91 13.92 11.16 9.63 5.14
1.80V 24877 | 189.90 | 15519 | 126.99 | 100.75 75.21 59.22 33.04 24.86 20.11 16.90 14.81 11.82 9.94 5.33
1.75V 28044 | 20869 | 169.51 136.67 104.68 78.02 62.02 34.36 25.85 20.88 17.35 15.25 12.15 10.21 5.46
1.70V 308.87 | 22747 | 181.01 14355 | 108.89 81.11 63.99 36.24 2718 21.77 18.34 16.02 12.71 10.61 5.59
1.67V 33373 | 243.11 19156 | 152.07 114.58 82.96 65.89 37.45 28.20 2258 18.84 16.52 13.11 10.87 5.75
1.65V 34054 | 24556 | 19252 | 152.53 114.92 83.21 66.09 37.57 28.29 2265 18.89 16.57 13.15 10.91 5.77
1.60V 37559 | 266,55 | 205.85 | 16249 | 121.24 86.72 68.48 38.56 29.06 23.09 19.34 16.90 13.37 11.16 5.86
1.85V 338.78 | 27456 | 239.67 | 20248 | 16277 | 12418 | 102.01 60.44 45.52 37.46 31.60 27.73 22.32 19.23 10.29
1.80V 450.03 | 346.80 | 28569 | 23588 | 189.15 | 143.41 113.80 64.53 48.73 39.55 33.37 29.28 2342 19.89 10.63
1.75V 496.59 | 37497 | 30828 | 251.31 194.76 | 147.34 118.43 66.85 50.38 40.77 34.03 30.05 24.20 20.33 10.88
1.70V 531.65 | 39942 | 32456 | 26212 | 201.50 | 152.67 | 121.80 70.27 53.03 42.54 35.91 31.49 25.19 21.10 11.16
1.67V 566.38 | 422.77 | 34067 | 27560 | 21027 | 15459 | 124.65 72.15 54.75 43.95 36.79 32.39 25.89 21.59 11.46
1.65V 577.94 | 427.04 | 34238 | 27643 | 210.90 | 155.05 | 125.03 72.37 54.91 44.08 36.90 3248 25.96 21.66 11.49
1.60V 622.74 | 45314 | 36020 | 291.16 | 221.00 | 160.81 128.67 73.92 56.02 44.97 37.68 33.04 26.41 22.10 11.71
PHR-12500 5 min 10min  15min 20min  30min  45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
1.85V 265.76 | 20895 | 177.67 | 148.58 118.10 89.35 73.14 40.50 32.00 26.20 21.10 18.40 14.90 12.70 6.95
1.80V 356.62 | 266.91 21470 | 175.60 139.38 | 103.96 81.99 44.20 34.50 28.00 22.70 19.70 15.80 13.50 7.02
1.75V 402.16 293.25 234.48 188.94 144.67 107.87 85.79 45.90 35.10 28.60 23.20 20.30 16.10 13.60 7.09
1.70V 442.87 319.70 250.35 198.60 150.54 112.24 88.44 47.70 36.10 29.30 23.80 20.70 16.30 13.80 7.22
1.67V 47852 | 34155 | 26478 | 210.39 | 158.34 114.65 91.15 48.85 37.49 30.21 2443 21.04 16.55 14.06 7.30
1.65V 488.29 | 34500 | 266.11 211.02 158.81 115.00 91.42 49.00 37.60 30.30 24.50 21.10 16.60 14.10 7.32
1.60V 538.54 | 37455 | 284.63 | 224.71 167.67 119.83 94.76 50.70 38.80 31.30 2530 21.60 16.70 14.20 7.36
1.85V 52372 | 416.00 | 357.37 | 301.96 | 24259 | 18519 | 152.22 84.83 67.37 55.19 44.62 38.91 31.80 27.16 14.87
1.80V 69540 | 525.21 42592 | 351.67 | 281.88 | 213.70 | 169.57 91.94 72.11 58.64 47.64 4161 33.52 28.78 14.98
1.75V 76742 | 567.85 | 459.51 37460 | 290.31 219.65 | 176.52 95.07 73.08 59.72 48.72 4258 34.06 29.00 15.09
1.70V 821.59 | 604.91 483.81 390.84 | 30047 | 22759 | 181.60 98.63 75.02 61.12 49.91 43.44 34.49 29.32 15.41
1.67V 875.37 | 640.34 | 508.00 | 410.80 | 313.41 23049 | 185.75 | 100.48 77.59 62.87 50.94 4417 34.82 29.77 15.48
1.65V 893.24 | 646.81 51046 | 412.04 | 31436 | 231.18 | 186.31 100.78 77.82 63.06 51.09 44.30 34.92 29.86 15.52
1.60V 962.41 686.23 | 536.86 | 434.10 | 32948 | 239.61 191.89 | 103.69 79.87 64.78 52.60 45.06 35.25 30.07 15.63

We’ve Got the Power.™




PHR High Rate Series

Nominal Rated Capacity (AH) | Length | Width | Height TH:m?:\ e Weight | standard

8 o I N 3 R I N
PHR-12100 12 103 | 300 280 268 255 186 147 650 492 125 689 175 689 175 2138 T2
PHR-12150 12 129 360 350 336 325 270 205 770 1955 512 130 622 158 705 179 266 1205 T
PHR-12200 12 192 | 600 560 536 475 330 | 288 902 229 543 138 | 815 207 898 228 4042 | 182  T6
PHR-12300 12 279 800 750 720 645 450 350 1020 258 661 168 819 208 894 227 584 265  T6
PHR-12350 12 30 980 | 920 880 790 552 420 | 1197 304 661 168 819 208 912 229 687 3118 T6
PHR-12500 12 508 1540 1440 1360 1205 840 650 1358 345 677 172 1083 275 1094 278 970 440 T8

*15-min. rate to 1.67 volts/cell end voltage 77°F (25°C) All data subject to change without notice.

Terminal Configurations

T6 Terminal T8 Terminal T11 Terminal T12 Terminal
Threaded insert - 6mm STUD Threaded insert - 6mm STUD Threaded insert - 8mm STUD Threaded insert - 5mm STUD
16mm 20mm 20mm 12mm
M6 M6 M8 M5
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Quality is Always #1 Further Information
We employ IQC, PQC and ISO 9001 quality management Please refer to our website www.power-sonic.com for a complete range of useful
systems to test materials, monitor manufacturing processes downloads, such as product catalogs, specification sheets, technical manual,
and evaluate finished products prior to shipment. All material safety data sheets (MSDS), ISO certification, etc.

our batteries are 100% tested with advanced computer
equipment prior to being released for sale.

About Power-Sonic

Power-Sonic management and staff are committed to
providing the best possible service to satisfy our customer’s
needs, and fulfill our undertaking to deliver top grade products
on time and at a competitive price.

Providing our customers with reliable, yet economical, products is the corner stone
of the Power-Sonic mission. The Power-Sonic Corporation has been a leading force
since 1970 in the supply of high quality cost effective batteries. Power-Sonic mar-
kets an extensive range of rechargeable sealed lead acid batteries worldwide. These
batteries envelop a broad spectrum of electronic and industrial applications, either
as the prime or standby power source. Engineers and buyers continue to insist on
Power-Sonic batteries, wherever reliable and cost effective DC power is required.

Our batteries meet international standards including JIS, DIN
and IEC and have UL certification.

Power-Sonic is dedicated to continual product development to improve the
m ® BSI performance and reliability of our product range. New batteries are constantly
G ey 6 being introduced to meet the ever evolving needs of industry. We strive to produce
WM <3 MH20845 batteries with superior performance characteristics and value, through advanced
engineering and state-of-the art manufacturing processes, coupled with the use of

cccccc

Certificate of 1IS09001 Certificate of UL

premium raw materials.

Contact Information www.power-sonic.com
DOMESTIC SALES CUSTOMER SERVICE TECHNICAL SUPPORT INTERNATIONAL SALES
Tel: +1-619-661-2020 Tel: +1-619-661-2030 Tel: +1-619-661-2020 Tel: +1-650-364-5001
Fax: +1-619-661-3650 Fax: +1-619-661-3648 Fax: +1-619-661-3648 Fax: +1-650-366-3662
national-sales@power-sonic.com customer-service@power-sonic.com support@power-sonic.com international-sales@power-sonic.com

CORPORATE OFFICE - 7550 Panasonic Way ¢ San Diego, CA 92154 « USA e Tel: +1-619-661-2020 * Fax: +1-619-661-3650
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